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How to tell the difference between Acorn_rev2 and Acorn_rev3
Acorn_rev2 has FIXED green screw terminal blocks
Acorn_rev3 has REMOVABLE green screw terminal blocks

ET
H

ER
N

ET

ACORN
IN3

IN2
IN1

IN4
IN

7
IN

6

IN
5

IN
8

 2
4 

IN

 24 IN

H8 H9

H4

H1

H6

H2 H3

H5

OC7

OC6

COM

OC3

OC8

COM

OC5

OC4

COM

EN
3

ST
4

EN
4

D
R

3

C
O

M

D
R

4

C
O

M

ST
3

EN
1

ST
2

EN
2

D
R

1

C
O

M

D
R

2

C
O

M

ST
1

5

1
6

9

P10

P10

PIN 1 = N/C
PIN 2 = COM
PIN 3 = Z\ 
PIN 4 = A\
PIN 5 = B\PIN 9 = +5VDC

PIN 8 = B
PIN 7 = A
PIN 6 = Z

5

9

4

8

3

7

2

6

1

10
11
12
13

14
15
16
17
18
19
20
21
22
23
24
25

Output 1Output 2

Output 3
Output 4

Step 1

Step 2

Step 3

Step 4

Direction 1

Direction 2

Direction 4

Direction 3

Input 5

Input 1
Input 2
Input 3
Input 4COM

Chassis GND

H6

1

13
25

14

AN
 G

N
D

AN
 O

U
T

+2
4V

D
C

C
O

M

+2
4V

D
C

C
O

M

C
H

AS
SI

S

NC1

NC2

NO2
RL2

H7

NO1
RL1

REV 180131
PN:14445

COM

V1 (+5 VDC) 2.2A

N

L MEANWELL
RD-35B

V2 (+24 VDC) 1.0A

BLK

WHT
GRN
GRN
YEL

BLK

110VAC

 ACORN_rev3, KBIC DC MOTOR CONTROL             
FOR UP TO 1.5HP SPINDLE MOTOR

VFD/0-10VDC 


