
VCC

K2

K1

K2 COM

K2 OUT

K1 COM

K1 OUT
RELAY BOARD

+5VDC

LUBE
PUMP

ACH
ACN
ACG

H 
N 
G 

CLAMP SOLENOID

110VAC 
110VACG
110VACN
110VACH

110VACG
110VACN
110VACH

110VACH 10AMP

SNUBBER

FUSE

FLOOD
PUMP
MOTOR

ACN
ACH

ACG

SNUBBER

 ACORN_rev3 CONNECTIONS TO LUBE, FLOOD, 
CLAMP  

170118

Title

Date

Filename
Drawn by

Sheet     1     of     1

CEM

ET
H

ER
N

ET

ACORN
PN:14445

IN3

IN2
IN1

IN4

IN
7

IN
6

IN
5

IN
8

 2
4 

IN

 24 IN

H8 H9

H4

H1

H6

H2 H3

H5

OC7

OC6

COM

OC3

OC8

COM

OC5

OC4

COM

EN
3

ST
4

EN
4

D
R

3

C
O

M

D
R

4

C
O

M

ST
3

EN
1

ST
2

EN
2

D
R

1

C
O

M

D
R

2

C
O

M

ST
1

SHIELDED ETHERNET CABLE FROM PC

5

1
6

9

P10

P10

PIN 1 = N/C
PIN 2 = COM
PIN 3 = Z\ 
PIN 4 = A\
PIN 5 = B\PIN 9 = +5VDC

PIN 8 = B
PIN 7 = A
PIN 6 = Z

5

9

4

8

3

7

2

6

1

10
11
12
13

14
15
16
17
18
19
20
21
22
23
24
25

Output 1Output 2

Output 3
Output 4

Step 1

Step 2

Step 3

Step 4

Direction 1

Direction 2

Direction 4

Direction 3

Input 5

Input 1
Input 2
Input 3
Input 4COM

Chassis GND

H6

1

13
25

14

FROM SPINDLE ENCODER

 FLOOD PUMP RELAY COIL/V-
CLAMP ON RELAY COIL/V-

OPTIONAL CONNECTIONS ARE 
GROUNDS ARE 
110VAC IS 

BLUE
GREEN

VIOLET

+2
4V

D
C

C
O

M

+2
4V

D
C

C
O

M

C
H

AS
SI

S

AN
 G

N
D

AN
 O

U
T

L

N

+V (+24 VDC)

-V (24V COM)

1.1 AMP

OUTPUT
+24 VDC

M
EA

N
W

EL
L 

S-
25

-2
4

WHT OR BLU

BLK OR BRN
GRN OR GRN/YEL

YEL

BLK

GRN

110VAC

USER SUPPLIED 5VDC 
POWER SUPPLY

L

N

+V (+5 VDC)

-V (5V COM)

1 AMP

OUTPUT
+5 VDC

11
0V

AC

5V COM

How to tell the difference between Acorn_rev2 and Acorn_rev3
Acorn_rev2 has FIXED green screw terminal blocks
Acorn_rev3 has REMOVABLE green screw terminal blocks
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